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LL            ROAD

EXISTING

STANDPIPE

EXISTING MAEYSTOWN

BULK WATER

DISTRIBUTION CENTER

EXISTING

VALVE VAULT

VILLAGE OF

MAEYSTOWN

TANK SITE

FOUNTAIN WATER DISTRICT

EXISTING 6" WATER MAIN

FOUNTAIN WATER DISTICT

EXISTING 6" WATER MAIN

VILLAGE OF MAEYSTOWN

EXISTING 8" WATER MAIN

PROPERTY

LINE
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6" x 6" TAPPING SLEEVE w/

FLANGE x MECHANICAL JOINT

6" GATE VALVE

30 L.F. BORE, 40 L.F. 6"

RESTRAINED JOINT P.V.C.,

CL. 200, SDR 21

PROPOSED 6" WATER MAIN

( 110 L.F.  PVC  CL. 160 )

PROPOSED MASTER METER -

CHEMICAL FEED BUILDING
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6" x 6" TAPPING SLEEVE w/

FLANGE x MECHANICAL JOINT

6" GATE VALVE

PROPOSED MASTER METER -

CHEMICAL FEED BUILDING

REROUTE EXISTING ELECTRICAL

TO NEW MASTER METER STATION

& TIE-IN EXISTING BUILDINGS

PLUG EXISTING 6"  DRAIN

INSTALL NEW CONC.

SPLASH PAD UNDER TANK

OVERFLOW

EXIST. ALTITUDE CONTROL VALVE

VAULT - REMOVE EXISTING ALTITUDE

VALVE, INSTALL BLIND FLANGES ON

VALVES, BLOCK & RESTRAIN PIPING.

TYPICAL DRIVE DETAIL

VARIABLE

PROPOSED DRIVE

SEE DETAIL THIS SHEET

FEED EXISTING BULK WATER

SALES BUILDING FROM NEW

MASTER METER BUILDING

4" PVC, CL 160, SDR 26

DRAIN LINE, RUN TO

DAYLIGHT

PROPOSED

DRIVE

6" PVC, C900

WATER MAIN

6" PVC, CL 200, SDR 21

WATER MAIN

1

4

" SAMPLING LINE

SAMPLING

LINE PIT

PROPOSED PROPANE TANK

FURNISHED BY THE OWNER,

PIPED BY THE CONTRACTOR

PROPOSED GENERATOR
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6"

3"

6"

6"
6"

6"

3"

3"

6"

6"

SINK

E
L

E
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T
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&

 
S

C
A

D
A

CHLORINE

(SEE DETAILS)

CHEMICAL

ROOM

METER

ROOM

PLAN VIEW

SCALE: 1/2"=1'-0"

SECTION A-A

SCALE: 1/2"=1'-0"

CHEMICAL

ROOM

METER

ROOM

A

3"

1
'
 
M

I
N

.

1 6" SADDLE w/ 1" TAP, 1" AMMONIA INJECTOR w/ BALL

VALVE CORP. STOP.

2 6" SADDLE w/ 1" TAP, 1" CHLORINE INJECTOR w/ BALL

VALVE CORP. STOP.

3 6" 90° ELBOW

4 6"x3" D.I. REDUCER

5 6" GATE VALVE

6 ALTITUDE VALVE - 3", FOR ONE-WAY FLOW TO BE 

FINISHED WITH AUXILIARY CONTROLS TO PROVIDE 

PRESSURE SUSTAINING, PRESSURE REDUCTION , 

RATE OF FLOW AND CHECK VALVE FEATURE.  VALVE

SHALL BE A CLA-VAL MODEL 210-01

7 ORIFICE PLATE ASSEMBLY FOR CONTROL VALVE

8 RATE OF FLOW SENSING LINE

9 3" METER w/ STRAINER

10 3" GATE VALVE

11 SERVICE SADDLE W/ 1" CORPORATION STOP

12 SMOOTH WALL METER BOX - SEE SPECS.

13 3/8" VENT LINE

14 SCREENED VENTS

15 CHLORINE ANALYZER

16  COMBINATION HEATING AND AIR CONDITIONER 

UNIT-SEE SPECS.

17 EXHAUST FAN (12" ABOVE FLOOR)

18  SMOOTH - NOSED 1/4" SAMPLE TAP

19  FLOOR DRAINS

20 24" x 24" x 18" FLOOR SUMP w/ GRATING

21 PIPE SLEEVE w/ LINK SEAL AT WALL 

PENETRATIONS (TYP AT ALL FLOOR & WALL 

PENETRATIONS)

22  8" x 16" SCREENED AIR VENT w/MOTORIZED 

DAMPER (12" BELOW CEILING)

23 6" SADDLE w/ 1" TAP, 1" PHOSPHATE INJECTOR w/ 

BALL VALVE CORP. STOP.

24  AMMONIUM SULFATE INJECTION PUMP

25  1/4" BALL VALVE

26  PRESSURE GAUGE, 0-100 PSI RANGE

27  2-WOODEN BASE CABINETS (36" WIDTH x 24" DEEP)

WITH SINGLE COMPARTMENT STAINLESS STEEL 

SINK (16" x 24") SEE SHEET 2 FOR DRAIN DETAIL.  

CABINET SHALL HAVE A FORMICA COUNTER TOP 

WITH SPLASH GUARD. NO FAUCET SET SHALL BE 

INCLUDED, THIS IS A SAMPLING STATION. BASE 

CABINETS SHALL HAVE TWO USABLE FULL 

EXTENSION DRAWERS, FOUR OPENING DOORS WITH

A MINIMUM OF TWO SHELVES PER BAY. CABINET 

SHOULD BE A STOCK ITEM.

28 EYE WASH STATION

29 1" LINE w/1" VALVE FOR EYE WASH STATION
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13

LEGEND

NOTES:

1. ALL INTERIOR & EXTERIOR PIPING TO AT LEAST 5'

BEYOND PERIMETER SHALL BE DUCTILE IRON.

2. PROVIDE PIPE SUPPORTS AS NEEDED TO PREVENT

STRAIN ON METERS, VALVES, ETC.

A

9

18

26

26

3"

3"

6"

6"

6"

6"

4" SCH 40 PVC, 160 PSI

DRAIN LINE

4"Ø VENT

FROM FOUNTAIN

WATER DISTRICT

TO

METER

PIT

5
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8" 12'-0" 8" 8"

28'-8"

8
"
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4
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8
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4'-0" MIN.
24"

14'-8"

2'-0" MIN.

10

FLOOR ELEV. 754.0

TO STANDPIPE

7

8

25

7

26

1
'
 
M

I
N

.

5
'
-
4
"

8
"

3
'
-
4
"

8
"

8
"

8" 12'-0" 8" 6'-0" 3--4" 6'-0"
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PHOSPHATE

(SEE DETAILS)

13

13

14

13

14

AMMONIUM

SULFATE

(SEE DETAILS)

1

28

23

23

TO SAMPLING

LINE PIT

SAMPLE LINE PIT DETAIL

12

11

12

6"

METER COVER

TO

STATION

TO

STANDPIPE

6"

TO

STATION

1"

1"

SECTION

PLAN

PORCH

SCALE: NONE

C.O.

C.O.

1
0
'
-
0
"

4" PVC, CL 160, SDR 26 DRAIN

4" PVC, CL 160, SDR 26 DRAIN

19

19

4" PVC, CL 160,

SDR 26 DRAIN

19

19

29

PT
PT

PT
PT
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SCALE: NONE

ENLARGED ROOF DETAIL (PORCH)

INTERIOR WALL DETAIL

SCALE: 1" = 1'-0"

8" 9'-8"

1
0
'
-
0
"

4

:
1

2

4

:
1

2

BUILDING SECTION

SCALE: NONE

8
"

B
A

S
E

 
S

L
A

B

1.  CONCRETE BLOCK SHALL BE ASTM C-90 "NORMAL- WEIGHT"  BLOCK FOR LOAD BEARING

CONCRETE MASONRY. MORTAR SHALL BE NCMA TEK TYPE N.

2. BLOCK WALLS SHALL BE FILLED W/ THERMCO FOAM INSULATION,OR EQUAL.

3. LINTELS SHALL BE INSTALLED ABOVE ALL OPENINGS, AND SHALL CONSIST OF 2 - 3 1/2" x 3

1/2" x 5/16" STEEL ANGLES GROUTED FULL.

4.       "SPLIT-FACE" BLOCK ON ALL EXTERIOR WALLS. PLAIN BLOCK FOR INTERIOR WALLS.

5. ALL DOOR LOCKS SHALL BE KEYED ALIKE

6. SURE-KLEAN MASONRY SEALER, OR EQUAL, SHALL BE USED TO WATERPROOF/SEAL ALL

BLOCK WALLS, BOTH INTERIOR AND EXTERIOR.

7. ALL FLOORS SHALL SLOPE AT LEAST ONE INCH IN EVERY 10 FEET TO   A SUITABLE DRAIN.

TRUSSED PER TRUSS

MANUFACTURER'S

RECOMMENDATIONS,

24" O.C.

RIDGE VENT

AIR BAFFLE

BETWEEN EACH

TRUSS SPACE.

1'-6" ROOF

OVERHANG (TYP)

METAL ROOF (COLOR PER

OWNER) 24 GA.  STANDING

SEAM RIB PANEL (24 IN. WIDE)

PER MANUFACTURER'S

RECOMMENDATIONS

12" BATT INSULATION CARRY

INSULATION FULL WIDTH,

AND AIR BAFFLE ON BOTH

ENDS

CEILING:

PAINTED 24 GA. METAL

DECK.  INSTALL WITH

FASTNERS EVERY 12"

8"x8"x16" "SPLIT FACE" (ALL EXTERIOR

WALLS) STRUCTURAL CONCRETE

MASONRY UNITS w/HORIZONTAL JOINT

REINFORCEMENT @ ALTERNATE

COARSE AND (1)-#5 BAR VERTICAL @

4'-0" O.C. AND AT EACH CORNER AND

INTERSECTION, GROUTED IN FULL

HEIGHT OF WALL (MIN. BAR LAP 18") -

TYPICAL FOR ALL MASONRY WALLS

3" GUTTER w/ DOWNSPOUT

1

2

" x 10" ANCHOR

BOLTS @ 24" O.C.

2"x6" FASCIA

BOARD (TYP)

PRE-FINISHED

VINYL FASCIA

PRE-FINISHED VENTED

ALUMINUM SOFFIT

2" x 8" TOP PLATE

ATTACH TRUSSES w/

METAL FASTENERS

(2) #4 BARS CONTINUOUS

(MIN. 18" LAP)

CONTINUOUS BOND

BEAM FILL w/ GROUT

COVE

MOULDING

TRUSSES @ 24" O.C.

2" x 6"

NAILERS

METAL LINER PANELS

1

2

" x 10" ANCHOR

BOLTS @ 24" O.C.

(2) #4 BARS

CONTINUOUS

(18" MIN. LAP)

CONTINUOUS BOND

BEAM FILL w/ GROUT

COVE MOLDING

SILL SEALER

2" x 8" TOP PLATE

ATTACH TRUSSES w/

METAL FASTENERS

12" BATT

INSULATION

 4 OF 11 SHEETS

5

8

" PLYWOOD ROOF

SHEATING

J-CHANNEL

1'-6"

1
0
'
-
0
"

EAST ELEVATION

SCALE: 1/4" = 1'-0"

FLOOR ELEV. 754.0

3" GUTTER

NORTH ELEVATION

SCALE: 1/4" = 1'-0"

SCALE: NONE

ENLARGED ROOF DETAIL

1

2

" x 10" ANCHOR BOLTS

@ 24" O.C.

2"x6" FASCIA

BOARD (TYP)

PRE-FINISHED

VINYL FASCIA

PRE-FINISHED VENTED

ALUMINUM SOFFIT

2" x 8" TOP PLATE

ATTACH TRUSSES w/

METAL FASTENERS

(2) #4 BARS CONTINUOUS

(MIN. 18" LAP)

CONTINUOUS BOND

BEAM FILL w/ GROUT

COVE

MOULDING

5

8

" PLYWOOD ROOF

SHEATING

J-CHANNEL

3" GUTTER

3 - 2" X 6"

3 - 2" x 6" LAMINATED

POST

2" x 8"
2" x 4"

5'-4" 1'-6"

1'-6"

OUTSIDE FOOTING

INTERIOR FOOTING

OUTSIDE FOOTING

3 - 2" x 6" LAMINATED

POST

8" 5'-4"

CEILING:

PAINTED 24 GA. METAL

DECK.  INSTALL WITH

FASTNERS EVERY 12"

CEILING:

PAINTED 24 GA. METAL

DECK.  INSTALL WITH

FASTNERS EVERY 12"
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2
'
-
0
"

1
'
-
0
"

6" 1'-0" 6"

2'-0"

3
"
 
M

I
N

.

3" MIN.

4"

8"

3" MIN.

8
"

C
O

N
C

.

S
L
A

B

OUTSIDE FOOTING WALL

SECTION

SCALE: 3/4"=1'-0"

2
'
-
0
"

1
'
-
0
"

6" 1'-0" 6"

2'-0"

3
"
 
M

I
N

.

3" MIN.

3" MIN.

8"

8
"

C
O

N
C

.

S
L
A

B

INTERIOR WALL FOOTING

SECTION

SCALE: 3/4"=1'-0"

6 MIL POLYETHLENE VAPOR

BARRIER UNDER ENTIRE

SLAB.

1" INSULATION BOARD (R-5) FASTENED

TO FOUNDATION WALL w/ ASPHALT

CEMENT (TYP. EXTERIOR WALLS

ONLY)

(4) #4 BARS CONTINOUS

BOTTOM (MIN. BAR LAP

18" TYP.)

#4 L BARS @

12" O.C. (TYP.)

(2) #4 BARS

CONTINUOUS

TOP (TYP)

FILL JOINT w/ CAILKING

24" #5 DOWEL BARS TO MATCH

VERTICAL REINFORCING

24" #5 DOWEL BARS TO MATCH

VERTICAL REINFORCING

(2) #4 BARS

CONTINUOUS

TOP (TYP)

#4 L BARS @

12" O.C. (TYP)

(4) #4 BARS CONTINUOUS

BOTTOM (MIN. BAR LAP

18" TYP.)

 5 OF 11 SHEETS

CHEMICAL

ROOM

METER

ROOM

FOOTING PLAN

SCALE: 1/2"=1'-0"

10'-6" 13'-2"

11'-6"
14'-2"

28'-8"

29'-8"

7
'
-
1
0
"

3
'
-
2
"

4
'
-
2
"

8
'
-
1
0
"

1
6
'
-
0
"

1
7
'
-
0
"

1
3
'
-
0
"

1
4
'
-
0
"

1
6
'
-
0
"

1
7
'
-
0
"

PORCH

OUTSIDE FOOTING WALL

SEE DETAIL THIS SHEET

OUTSIDE FOOTING WALL

SEE DETAIL THIS SHEET

INTERIOR FOOTING WALL

SEE DETAIL THIS SHEET

OUTSIDE FOOTING WALL

SEE DETAIL THIS SHEET

OUTSIDE FOOTING WALL

SEE DETAIL THIS SHEET

6 x 6 - W 2.9 x W 2.9

6 x 6 - W 2.9 x W 2.9
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EXISTING 6"

WATER MAIN
EXISTING 4" WATER MAIN

CL 200

EXISTING 6" RAW

WATER MAIN

EXISTING SAND FILTER

DRAIN LINE IEPA NUMBER 001

MAEYSTOWN CREEK

DISCHARGE POINT

DETAIL 2

SEE NOTE 1

DETAIL 1

SEE NOTE 1

EXISTING

DRAIN LINE

NOTES:

1. CONTRACTOR TO DIG UP AND FIELD VERIFY

PIPING LAYOUT PRIOR TO CONSTRUCTION

AND MAKING ANY CONNECTIONS OF NEW PIPING

EXISTING HYDRANT

& 6" VALVE

EXISTING RAW WATER

FROM WELL #1

EXISTING RAW WATER

FROM WELL #2

EXISTING

BUILDING
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INFLUENT WELL #2

INFLUENT WELL #1
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GROUT PIPE CLOSED,

FINISH FLUSH WITH FLOOR.

REMOVE

PLUG AT

FLOOR

REMOVE

REMOVE ALL PIPING FLUSH WITH

CONCRETE FLOOR.  GROUT PIPE

CLOSED, FINISH FLUSH WITH FLOOR.
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E

REMOVE ALL EXISTING

PIPING RELATED TO THE

TRUCK FILL AND REPLACE

WITH NEW.

NEW REDUCED PRESSURE

BACKFLOW VALVE - 2"

NEW 2" ELECTRIC OPERATED

BULK WATER VALVE

NEW COIN OPERATED BULK

WATER VENDER

REMOVE EXISTING HEATER,

REPLACE WITH NEW 20,000 BTU

GAS FIRED HEATER.

2"Ø PVC BULK

WATER LINE

REMOVE EXISTING PIPING TO

FLANGE AT FLOOR.  INSTALL

NEW REDUCER AND 2" GATE

VALVE ON FLANGE, AND RUN

NEW 2" LINE TO TRUCK FILL

LOCATION.

REMOVE EXISTING HEATER,

REPLACE WITH NEW 20,000 BTU

HEATER.

REMOVE EXISTING PRESSURE

GREEN SAND FILTERS.
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FILL BUILDING

2" COIN OPERATED

ELECTRIC BULK FILL

VALVE
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VALVE & BYPASS VAULT
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BLIND FLANGES, CLOSE
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ALTITUDE VALVE.

2" GATE

VALVE
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SLEEVE & 6"
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PROPOSED 6"

WATER MAIN

EXISTING
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STANDPIPE
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DUCTILE IRON PIPING (SEE SPECIFICATIONS FOR CLASS OF PIPE)
C900, PVC, 6" WATER MAIN

2" GATE

VALVE

6" GATE

VALVE

6" D.I.

6" D.I.

2
"
 
R

P
Z

PROPOSED 2"

MAKE-UP /WASH

DOWN WATER LINE

1

2

" VENT LINES,

TURNED DOWN w/

BUG SCREENS

PHOSPHATE FEED

CORRISON CONTROL

AMMONIA SULFATE

FEED

CHLORINE FEED

55 GAL.

CARBOY

15 GAL.

CARBOY

55 GAL.

CARBOY

10 G.

DAY

TANK

10 G.

DAY

TANK

15 G.

DAY

TANK

RELAY

PLC

25' - 

1

2

" WASH

DOWN HOSE

PT

PT PG

M

M

2" D.I.

6" D.I.

2" WATER METER w/

PULSE OUTPUT &

STRAINER

2" ELECTRIC

ALTITUDE VALVE

1
2

0
V

PT

PT PG

1
2

0
V

1
2

0
V

1
2

0
V

1
2

0
V

 
P

O
W

E
R

1
2

0
V

 
P

O
W

E
R

1
2

0
V

 
P

O
W

E
R

T
O

 
S

C
A

D
A

T
O

 
S

C
A

D
A

T
O

 
S

C
A

D
A

FROM

BREAKER

PANEL

25' - 

1

2

" WASH

DOWN HOSE

TO FOUNTAIN RTU / SCADA

A

B

A

B

A

B

6"x6" TAPPING

SLEEVE & 6" GATE

VALVE

LAPTOP @

MAEYSTOWN

OPERATOR

SMART PHONE -

MAEYSTOWN

OPERATOR

LAPTOP @

FOUNTAIN

WATER PLANT

SMART PHONE-

FOUNTAIN WATER

FLOW SCHEMATIC

PLC / RTU SCADA SCHEMATIC

TO
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NOTE #1 - FOR VALVES, CALIBRATION COLUMN,

AIR RELEASE, AND OTHER PIPING APPURTANCES

SEE THE DETAIL DRAWINGS FOR THE CHEMICAL

FEED SYSTEMS.

NOTE #2 - NOT ALL CONTROL WIRING IS SHOWN.

SEE THE PLC / RTU SCADA SCHEMATIC.

SEE NOTE #1
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2 2

1

3

10 GAL.

DAY

TANK

55 GAL.

CARBOY OF

12% CL₂

8
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4
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PG
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10

1

1'-6"
3'-0"

2'-0"
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6
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6
"

3
'
-
0
"

4
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-
0
"

OPEN TO

ATMOSPHERE

TO CHEMICAL

INJECTION PORT

1

2

" VENT TUBE RUN

TO OUTSIDE,

SCREEN OUTLET

FRONT VIEW

LEFT VIEW

(PIPING OMITTED FOR CLARITY)

RIGHT VIEW

2

3

10 GAL.

DAY

TANK

55 GAL.

CARBOY
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(PIPING OMITTED FOR CLARITY)
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8
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7
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3'-0"

6
'
-
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RIGHT VIEW

CHLORINE CHEMICAL FEED SYSTEM

PHOSPHATE CHEMICAL FEED SYSTEM

1. 120V, AC, TEFC, 0.5 HP DRUM PUMP w/ 40" PVDF PUMP TUBE AND 1" PP DISPENSING NOZZLE 

WITH VALVE.

2. CHEM-TAINER POLYETHYLENE 10 GAL., 13" DIA x 21" HIGH TRANSLUCENT DAY TANK.

3. 600 LB. DIGITAL PLATFORM SCALE, 0.1% FULL SCALE ACCURACY DESIGNED FOR 

CONTINUOUS READING FOR MONITORING USAGE FROM A DAY TANK, READ IN 0.2 LB. 

INCREMENTS, SS, 120 V, RS-232 COMMUNICATION.

4. LMI POSITIVE DISPLACEMENT CHEMICAL METERING PUMP, SERIES B71, RATED AT 0 GPH TO 

1.6 GPH, MAXIMUM INJECTING PRESSURE SHALL BE 150 PSIG, SHALL BE CAPABLE OF FLOW

PROPORTIONAL CONTROL, 

1

2

" INLET & OUTLET.

5. PRESSURE RELIEF VALVE, 

1

2

", 10 - 150 PSI ADJUSTABLE SETTING.

6. BACK PRESSURE VALVE, 

1

2

" - 10 - 150 PSI ADJUSTABLE SETTING.

7. 100 ML CALIBRATION COLUMN WITH SLIP CAPS TO ALLOW CLEANING.

8.

1

2

" TRUE UNION PVC BALL VALVES.

9. AIR RELIEF VALVE w/ PRESSURE GAUGE 0 - 150 PSI.

10.

1

2

" FLEX TUBING.

1. 120V, AC, TEFC, 0.5 HP DRUM PUMP w/ 40" PVDF PUMP TUBE AND 1" PP DISPENSING NOZZLE 

WITH VALVE.

2. CHEM-TAINER POLYETHYLENE 10 GAL., 13" DIA x 21" HIGH TRANSLUCENT DAY TANK.

3. 600 LB. DIGITAL PLATFORM SCALE, 0.1% FULL SCALE ACCURACY DESIGNED FOR 

CONTINUOUS READING FOR MONITORING USAGE FROM A DAY TANK, READ IN 0.2 LB. 

INCREMENTS, SS, 120 V, RS-232 COMMUNICATION.

4. LMI POSITIVE DISPLACEMENT CHEMICAL METERING PUMP, SERIES B71, RATED AT 0 GPH TO 

1.6 GPH, MAXIMUM INJECTING PRESSURE SHALL BE 150 PSIG, SHALL BE CAPABLE OF FLOW

PROPORTIONAL CONTROL, 

1

2

" INLET & OUTLET.

5. PRESSURE RELIEF VALVE, 

1

2

", 10 - 150 PSI ADJUSTABLE SETTING.

6. BACK PRESSURE VALVE, 

1

2

" - 10 - 150 PSI ADJUSTABLE SETTING.

7. 100 ML CALIBRATION COLUMN WITH SLIP CAPS TO ALLOW CLEANING.

8.

1

2

" TRUE UNION PVC BALL VALVES.

9. AIR RELIEF VALVE w/ PRESSURE GAUGE 0 - 150 PSI.

10.

1

2

" FLEX TUBING.
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(PIPING OMITTED FOR CLARITY)
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AMMONIA SULFATE CHEMICAL FEED SYSTEM

12

11

CHEMICAL FEED STAND ( CONCEPT DRAWING )

NOTE:

ALL FRAMING IS 2"x4" PRESSURE TREATED WOOD

ALL 

3

4

" PANELS PRESSURE TREATED WOOD

SCALE: NONE

SCALE: NONE

1. 120V, AC, TEFC, 0.5 HP DRUM PUMP w/ 40" PVDF PUMP TUBE AND 1" PP DISPENSING NOZZLE 

WITH VALVE.

2. CHEM-TAINER POLYETHYLENE 10 GAL., 13" DIA x 21" HIGH TRANSLUCENT DAY TANK.

3. 600 LB. DIGITAL PLATFORM SCALE, 0.1% FULL SCALE ACCURACY DESIGNED FOR 

CONTINUOUS READING FOR MONITORING USAGE FROM A DAY TANK, READ IN 0.2 LB. 

INCREMENTS, SS, 120 V, RS-232 COMMUNICATION.

4. LMI POSITIVE DISPLACEMENT CHEMICAL METERING PUMP, SERIES B71, RATED AT 0 GPH TO 

1.6 GPH, MAXIMUM INJECTING PRESSURE SHALL BE 150 PSIG, SHALL BE CAPABLE OF FLOW

PROPORTIONAL CONTROL, 

1

2

" INLET & OUTLET.

5. PRESSURE RELIEF VALVE, 

1

2

", 10 - 150 PSI ADJUSTABLE SETTING.

6. BACK PRESSURE VALVE, 

1

2

" - 10 - 150 PSI ADJUSTABLE SETTING.

7. 100 ML CALIBRATION COLUMN WITH SLIP CAPS TO ALLOW CLEANING.

8.

1

2

" TRUE UNION PVC BALL VALVES.

9. AIR RELIEF VALVE w/ PRESSURE GAUGE 0 - 150 PSI.

10.

1

2

" FLEX TUBING.

11. CHEM-TAINER POLYETHYLENE 55 GAL., 22" x 39" HIGH TRANSLUSCENT AMMONIA STORAGE 

TANK, 2.5 GAL. GRADUATIONS MOLDED INTO TANK.  FURNISH WITH FLOOR STAND WITH 

MIXER MOUNTING SUPPORT.

12.

1

4

 HP, 115 VAC, 1750 RPM, TEFC MOTOR, FIXED SPEED MIXER, WITH 

1

2

"  SHAFT x 32" L, CLAMP 

MOUNT, 316 SS. SHAFT & PROPELLER.
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